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Glasstream - 328 Pro XS $ 189,000

Description

She is a One of a Kind 2021 Glasstream 328 Pro XS Tournament series with twin Suzuki DF300APXW3, frigid
rigid coffin box, twin Garmin GPSMAP 8612xsv with transducer, anchor windlass, custom coffin box, deluxe
livewell leaning post, JL Audio stereo w/9 speakers and amplifier, LED Light Package including lights, cup
holders and speakers, additional rod holders, 50x20 Enclosed Locking Storage Set, upgraded acrylic lids,
windlass system with anchor, and powder coated hard top. This is one hot boat that will do 70+ efficiently. BOAT
MAX USA IS YOUR CENTRAL FLORIDA STOCKING GLASSTREAM DEALER. 328 PRO XS - ENDLESS
EXPECTATIONS The 328 Glasstream sets a new industry standard for a family-friendly coastal fishing vessel.
The custom stepped hull adds to the stunning look and functionality of the model, while the convertible seating
arrangements in the cockpit leave numerous entertaining or lounging options for you, your friends, and family.
Relax in the lounge area, mix up your favorite boat drink on the optional wet bar, or go for a swim. If you like to
ski off the back, chase the sun or fish your favorite spot, this center console model can do it all. LOA: 32’/ 9.75 m
Beam: 8’11″/ 2.72 m Freeboard: 31″/.8 m Towing Weight (twin): 7200 lbs/ 3265 kgs Water Capacity: 40 gallons/
151 L Fuel Capacity: 200 gallons/ 757 L Bridge Clearance: 9’6″ / 2.9 m Draft Engines Up: 20″/ 0.5 m
Recommended Power: Twin 300HP Twin 350HP Cruise (fuel) at 48 mph: 300 twin Verados/ 18 gph Miles per
Gallon: 2.7 miles per gallon with twin 300 Verados Max Cruising Range: 486 miles at 90% capacity Hull
Warranty: 10 Years

Sales status: available  Manufacturer: Glasstream

Model: 328 Pro XS  Year built: 2021

Length: 9.75 m  No. of previous owners: 1

Condition: Used  Sale Type: Used

Sale: On behalf of customer  Propulsion: Outboard

Engine manufacturer: Suzuki  No. of engines: 2

HP: 600  kW: 1

Fuel: Gas
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